Selfbonding Wire Enamel (SB)
B ER EAR R

Solid Content Characteristics And Applications Conductor Diameter Film Thickness Bonding Temperature Bonding Time Bonding Strength Feeri?)ztsantlgé

FEEE T A B e BRCAE
Ford cup (#4) | Brookfield type R ER
120°C X3hrx1.2g| 180°C X1hrX1.0g pm °C i °C
5

MTEZR OBE/BEANT > EOGEEZESER

FBL 7P 25+5 50% 7.0t1.5 7.0%1.5 PVB type,bonding by alcohol or hot air, can be applied to air coil and voice 0.30 15 130~150 30 1.0 110~130
coil.
TCV UF 8M 30£5 65+5 8.0£1.0 8.0£1.0 [BBeZ - @E /AT » NEEE « Dtk BERBELER
Nylon type, bonding by hot air/electricity, can be applied to small electric 0.30 15 140~160 30 1.8 120~140
TCV UF 12M 170£20 400100 12.0£1.0 12.0%1,0  motor.smartcard, and wireless charging.
TCVUF8 30£5 65%5 8.0%+1.0 8.0£1.0 [BRER - BB/ BEMT - NEEE - RAREERER > HamAS
R N -
Nylon type, bonding by alcohol or hot air, can be applied to small voice coil, 0.30 15 160~190 30 2.0 140~160
TCV UF 12 170120 4001100 12.0+1.0 12.0+1.0 large or medium motor. It can replace dipping varnish.

HEER(BRK) ERER EE/RANT > S8 - BEREA
TCV UF 16EN 170120 400ilOO lGOilO l60ilO Environmentalfriendly product (low odor), nylon type, bonding by alcohol/ 0.30 12 170~190 30 2.0 150~170

hot air, for voice coil, motor application.
BBE - 18| R AR/ BEANT > MEHME > S8 BEER
FSB BT 16 130+20 280£100 16.0£1.0 16.0£1.0 Nylon-epoxy type, bonding by alcohol/hot air processing, excellent thermal 0.30 13 170~190 30 2 185~190
resistance. For voice coil, motor application.
IRE % BE /ARNT > BREREREE
FCV DP 25 N/A 2500£500 25.0£1.0 25.0£1.0 Epoxy type, bonding by hot air/electricity, can be applied to hermetic

application and electric motor.

. o . 0.30 15 160~180 30 1.5 150~170
IREZ BB/ BARANT > ERHEIKENSR ; BANEKEE
FCV DP 25AA-1 200%20 800200 25.0£1.0 25.0£1.0 Epoxy type, bonding by hot air/electricity, cresol free and low odor SB
enamel, can be applied to electric motor.
FSB DF 12SL 60+10 12030 12.0£1.0 12.0£1.0 RBEZR > BE/AANT > EBHEE  FHEE > BESASREE
Nylon type, bonding by hot air with low bonding temperature/electricity, 0.30 15 120~140 30 2.0 100~120
FSB DF 20SL N/A 12001300 20.0+1.0 20.0+1.0 can be applied to vibration motor, watch coil, and wireless charging.
FSB YF 10LA 40=%5 80120 9.0£1.0 9.0£1.0 BEEZ  BE/AANT > AEEE /A EEER
Nylon type, bonding by hot air/electricity, can be applied to fan motor and 0.30 15 140~170 30 2.0 120~140
FSB YF 15LA 190£20 600150 15.0+1.0 15.0+1.0 small motor.
[ERER > BE /BRAMT - NEUERE - BENREER
FSBFZ 17LA N/A 1200£300 17.0%+1.0 17.0+1.0 Nylon type, bonding by hot air/electricity, can be applied to small motor, 0.30 15 160~180 30 2.0 140~160
vibration motor.
FSB JY 10LA 5710 10020 10.0£1.0 10.0£1.0 BB > BB/ BENT > NEEE EFEERER
Nylon type, bonding by hot air/electricity, can be applied to small motor, 0.30 15 170~190 30 2.0 150~170
FSB JY 19LA N/A 1200£300 19.0£1.0 19.0£1.0 vibration motor.
FSB PH 9A 33+5 65+10 9.0+1.0 8.0+1.0 BREZ - EE /REAML > BHORBCHBEES > BRARERSE
E;J/lg:r;%y%e bonding by hot air/electricity, partial thermo-setting SB enamel 0.30 15 180~210 30 L5 180~130
FSB PH 24A N/A 1500£400 24.0%£1.0 23.0%1.0 can be app’lied to fan motor and thermoresistant motor. '

SEGRER > mREL BE /AENT - ERFHIRK - BAR
MZAE L « B ; P ERFEIRFEEEE
FSB AN 30 N/A 1200300 30.0+1.0 26.01.0  Aromaticnylon type, high solid content,bonding by hot air/electricity, cresol 0.30 20~25 210~240 30 15 210~220
free and low odor SB.Can be applied to thermoresistant electric motor,
compressor.lt can be worked under same oven same temperture as base
coating.

FERERRZ BHEN -BREL BE /HREANT BRHERK,
BRANMAERE BEE TEERFERREFE BERER
FSB AN 30B N/A 1200£300 30.0£1.0 26.0+1,0  Aromaticnylontype, great adhension and solid content,bonding 0.30 20~25 190~220 30 2.0 190~210
by hot air/electricity, cresol free and low odor SB.Can be applied to
thermoresistant electric motor, compressor.It can be worked under same
oven same temperture as base coating. low bonding temperture.

BEHARIR(R SB> EREER BB / RANT ARSI BFFEE-
FHIGE BIRTERA
FSB ECO 110L N/A 451%15 10.0£1.0 10.0£1.5 Environmentally friendlyl Enamel(free cresol/phenol/xylenol) » Nylon 0.30 15~20 120~140 30 2.0 80~100
type, bonding by hot air/electricity, low bonding temperture, Vibration
motor, watch coil, wireless charging application.

ﬁ@ﬁ%%ﬁ SBrERERBE /RN  EBEE - FHREE &

RITEREM

FSBECO 212LA N/A 240160 12.0£1.0 12.0%£1.5 Envir;mentallyfriend\yl Enamel(free cresol/phenol/xylenol) s Nylon 0.30 15~20 150~180 30 2.0 120~140
type, bonding by hot air/electricity, Vibration motor, watch coil, wireless
charging application.

* BERERE HRBEME R JIS C3003
% Resoftening temperature is according to bonding test JIS C3003



